Shower Screen - INSTALLATION INSTRUCTIONS

IMPORTANT
It is highly recommended that two people carry
out the installation.
The screen is 8mm toughened safety glass and
if struck with considerable force is designed to
shatter and therefore not leave shards of glass
which could cause serious injury.

THINGS TO DO FIRST
Please read these instructions fully before
beginning installation.
Remove all packaging and check the product for
missing items or damage before you begin the
installation.
Due to storage you may need to give the
aluminium upright a wipe over with a damp cloth.

TOOLS REQUIRED

Electric Drill &
pozi Drive Bit

Tape Measure

Masking Tape

7mm Masonry bit.
This bit must be suited
to the type of tiles used.

Pencil

Sealant Gun

Spirit Level

WITHIN THE PACKAGE
8mm laminated toughened safety glass screen

4 x Stainless Steel Screws with raw plugs and chrome caps

Aluminium Wall Channel (fitted into the screen)

1 x Support Arm and fixing

IMPORTANT
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You will need to purchase a tube of clear silicone sealant.
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FITTING THE SCREEN
STEP 1

1
2
3
4
5
6
7
8

Remove the channel from the main frame of the screen.
This is designed to be a very tight fit.

STEP 2

Fit a length of masking tape on the wall where the
shower screen will be fitted

STEP 3

Offer up the channel to the wall over the masked area.
Ensuring the fixing holes are inside the shower area.
Use the spirit level to ensure the channel is upright.
Mark the masking tape where the three holes are.

STEP 4

Remove the channel and put aside. Using the Drill with the
7mm bit, drill the holes to a depth of 45mm. Ensure the holes
are drilled in-line with the holes marked on the taped area.
Insert the fixings ensuring they are flush to the tile.

STEP 5

With the sealant gun and silicone tube run a line of silicone down the back of the channel in the groove. Remove the tape from the wall.
Offer up the channel and insert the screws (ensure the white plastic base for the chrome cap has been placed onto the screw first).
Screw the three screws up to the wall until the white plastic base is tight (do not overtighten as this may distort the base and prevent the
chrome cap from fitting). Clean the excess sealant off of the tiles at this point.

STEP 6

IMPORTANT

Two people are needed at this point.

Lift the shower screen into position and push the screen back on to the channel. The screen will fit onto the channel (it is a tight fit, this is
intentional). Allow the glass screen to touch the tiled floor.

STEP 7

One person should support the screen whilst the support arm is installed.
Use the allen key provided to loosen the arm to allow adjustment to the width required (900mm to 1200mm).
Hold the arm up to the wall and mark the position of the screw hole on the wall, making sure the arm is at a right angle to wall/shower screen.
Drill the hole and push the fixing in ensuring that it is flush to the tiles or wall. Fix the arm to the wall and adjust the arm length to suit.
Fit the plastic pieces provided to the channel on the shower screen side and then tighten the allen key screws to attach the arm to the screen.

STEP 8

Using the silicone and gun. Run a line of silicone on the outside of the screen, where this meets the floor tiles, along the full length of the screen.
Fix the chrome covers onto the screw caps by pushing the cover on one side first and finally pushing the opposite side until the cover snaps on.
Allow at least 24 hours for the silicone to dry before using the shower.
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